Using the 824 Utility Software

824 Utility Software Overview

The 824 Utility software is a powerful tool for use with the
System 824 from Larson Davis. This software will allow
you to control, setup, download and translate your 824 and
measurement data quickly and easily.

The 824 Utility program has three sections that perform the
functions on the 824.

» The setup section provides support for creating, editing,
storing and retrieving setups from the 824 and from files

* The download section provides a means by which to
retrieve the measurement data from the 824.

» The translate section provides support for translating the
downloaded measurement data, and displaying or print-
ing itin a text format, or exporting the measurement data
to a spread sheet program.

NOTE: 824 Utility software requires 824 In this chapter will discuss installing the software, getting

firmware version 1.011 or greater. For the software started on your computer, connecting the 824 to

the newer instrument IDs, (TAL FFT, the serial port of your computer, the Main Screen Toolbar

and RTA) 2.100 or greater is required.  fynctions, and then go onto discuss each of the three func-
tions of the software in greater depth.

824 Utility Installation

To install the 824 Utility software package place the disk
labeled “disk 1" into the floppy drive. From Windows 95
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pressSTARTand then select theUN menu item. A prompt
will appear to enter the program name. Enter
“ANSETUP.EXE”.

The 824 utility software will automatically begin the instal-
lation process. The installer program will prompt you
through the installation. A prompt will appear asking to
place disk 2 into the floppy drive. Place disk 2 into the
floppy drive. A message will appear indicating that the soft-
ware was successfully installed.

Starting the 824 Utility Software
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Connecting the 824 to Your Computer

To connect the 824 to a computer, use the CBL0O06 cable
included with you System 824. The round 8-pin connector
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plugs into the Serial port of the 824 and the 9-pin connector
plugs into a serial port on your computer.

Before any functions can be performed on the 824, you must
connect the 824 to the 824 Utility software. To connect to
the 824.

Step 1 Attach the CBLOO06 to the 824 and to the serial
port on the computer as described earlier.

Step 2  Start the 824 Utility program.

NOTE: The 824 will power on when it Step 3 Power on the 824.

senses anything on the serial connector.

You may notice the 824 powering on Step 4 Press the Connect button on the tool bar.
automatically before you press the power

button.
ﬁ
e EFTeT rrerE
o |EIREE - |0 |[Eead®| =
Step 5 The connect dialog box will appear.

Cloze |
Select Part I COM1 j'

Select Baud Rate |23300 VI

Status [Connected
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NOTE: Please see Chapter 3 of this Step 6 Make sure that the settings on the dialog box
match the settings on the 824, and press the con-
nect button.

manual for details on changing the com-
munications parameters on the 824.

After a successful connection, the setup window will appear
with a system setup in the setup list box. The 824’s serial
number and title should be reported on the setup dialog box

screen.
= 824 - Utility [_[O] =]
File “iew Setupz Data Help
|n L] |§.E|§.$||sm @“l@l
Setup | iTie 4 Dptionsl Calib I Powerl Date.-"TimeI Eontrolsl
# D Spstem
824 Spstem Settings
@/ Instrumnent Labels
odel Larson-Davis Model 824
Serial Mumber A027
Fievizion 2101 025ep1939
Instrument Type  FFT
Active Setup HFT
Instrument Mame IEnter Company Name
Description 1 IEnter Address Line 1
Description 2 IEnter Address Line 2
Faor Help, press F1 i

824 Utility Tool Bar

The tool bar for the 824 Utility program provides support for
the main functions of the 824 Utility program. All Toolbar
functions can also be performed from the pull down menus
at the top of the 824 Utility Software screen.

=b| =

.. | “Ell QHTQHl@l i
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Connect button. This button is used to estabr
lish a connection to the 824. Pressing this but-
ton will bring up the connect dialog box, where
the connection parameters can be defined.

Retrieve Setups from 824. This button will
retrieve all current setups in the 824.

Create new setup button. This button will
allow the used to create a new setup that can
then be saved to disk, or saved in the 824.

Open a setup from a computer file. This button
will allow you to retrieve previously stored

|
|4

Store setup to disk. This button will allow the
user to store a setup to a disk.

Store setup in 824. This button will store the
setup in the 824. This function must be per-
formed before the setup can be used inside the
824.

U

Setup window button. This button will activate
the setup window portion of the 824 Utility
Program

12/10/99 Using the 824 Utility Software 9-5



Download window button. This button will

. open the download section of the 824 Utility
program.
g

Translate window button. This button will
open the translate section of the program. It

@ will provide a file tree where the contents of
the downloaded measurement files can be

viewed.

Export measurement button. Exports the cuf
rently selected measurement file to a user
defined spreadsheet program. This button wjl
only be active when you are in the translate
section of the program, and there is a measure-
ment text file being displayed.

824 Utility Setup Window

The setup window is the default window that will open up
when the 824 Utility program is started. The setup window
will allow you to edit existing setups, retrieve setups from
the 824 or a file, create new setups, and store setups to the
824 or to a file.

The main setup window has 2 sections: the setup list box,
and the settings dialog section. The setup list box will list all
setups that have either been created or retrieved from the
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824 or a disk file. The settings dialog section will allow you
to manipulate the setup.

=, 824 - Utility ISI=] E3
File “iew Setupz Data Help
N===E=r"e
Setup List Box
Setup | it Dptionsl Calib I Powerl Date.-"TimeI Eontrolsl
# D Spstem
824 Spstem Settings
@/ Instrumnent Labels
odel Larson-Davis Model 824
Serial Mumber A027
Fievizion 2101 025ep1939
Instrument Type 554
Active Setup SLMERTA
Instrument Mame IEnter Earnpary Name
Description 1 IEnter Address Line 1
D] 2 IEnter Address Line 2
Faor Help, press F1 / i

Settings Tab Dialog

Retrieving setups from the 824

Setups stored in the 824 can be retrieved by clicking on the
Get Setup button on the tool bar or by selectibgt Setups
From 824from theFile Menu.

= =]
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Setups will be retrieved from the 824 and will be displayed
in the Setuplistbox.

= 824 - Utility 1 =]

File “iew Setups Data Help

| |[EE dw| B

Setup I Title | Dptionsl Calib I F'owetl Date.-"TimeI Controlsl
7] LB System

> ssa SLMIRTA 824 System Settings

e T=n SLM @,/) Instrument Labels

Be tes Logging
Ep s demo

Gp TAL TA-LARM M adel Larzon-Cravis Model 824
Be FFT FFT Serial Mumber A27
Rievizion 2.101 025ep139399

Instrument Type S54
Active Setup SLMERTA

Instrument Hame IEnter Company Mame

Description 1 IEnter Address Line 1

Description 2 IEnter Address Line 2

For Help, press F1 L

In the list of setup files, the system setup is the first setup
and is followed by all of the permanent and user-defined set-
ups. In the setup list box, there are several parts of the Setup
title that can be used to identify the setup type.

The title of the ID is listed in the right hand column. For
the permanent ID’s, this will be the Larson Dayis
instrument type. For a user defined ID, this can be any-
thing that the user defines.

The three letter Larson Davis assigrjed
name is listed in the blue Ovals. This S | Title
indicates the type of instrument ID the etup
setup was created in. i LD Sysgem
z=a SLMERTA
‘P’ stands for a permanent ID. This would fje gp 1=t SLM I
an original setup defined at Larson Davis. . gp o5 Logging {
Br o8 demo
gp T TALARM e
A lock icon in this place, indicates [a Gp FET FFT Ser
user ID that has been locked so it cgn- |
not be modified. Big = aLMIATA Fie
B> FFT HFT Il
n

|No letter, or an arrow, indicate a User defined ID. |

Highlighting one of the setups in the list displays all of the
available settings in the setup dialog box (right side of the
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window). The setups are organized and grouped similar to
the 824 menu structure in the instrument. Click on the differ-
ent tabs to access all of the setup parameters.

Select different tabs to access o | B [T

a.” Of the Setup fu nCtionS. Sound Level Meter / Real Time Analyzer Settings
SS& 1 clmmTa

Parameters can be entered manually,
or the pull down selections can be

used. Detecto/’ [son g ] Gain +0 -
T4 Detector m Bandwidth 143 hd
Freq. ‘Weighting IA 'l AC Output Control IAE-‘I ALC-2 'l
Peak 1'Weighting [Fiat =l

Title ISLM % Real-Time Analyzer

Modifying and Storing Setups to the 824

NOTE: If you change settings in the Util- With the 824 Utility software you can make modifications to

ity program to an active setup in the 824, any of the setups. For example, in the System setup, you can

those changes will not take affect in the change any of the parameters for the Title, Calibration,

824, until another setup is selected, and power, Date/Time or Controls and then send the modified

the modified setup is re-loaded. setup to the 824. To store the modified setup, selecBthes
Setup to 824menu item from thd=ile menu or click on the
Store Setup in 82dutton on the tool bar.

N=EEE

Changing System Settings The system selection on the setup list box contains the gen-
eral settings for the 824. The selections here include, Title,
Options, Calibration, Power, Date and Time, and Controls.

=L
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To change one of these settings, click on the appropriate tab,
and enter the changes.

= 824 - Utility H[=] B3

File “iew Setupz Data Help

=b| EIFRE o4 ]|[E ] D

Setué l Title I Dptionsl Calib I Power DatedTime | Eontrolsl
g LB System
fp ssn SLMERTA D 824 System Settings
=m 5LM
o : = 524 Intemal Clock Date / Time

fip tes Logging
@e s demo

@e T TALARM @ 824 Internal Date / Time: 1999 Sep 07 23:36:20
gp FFTFFT

B ==& alMERTA .

&> FeT HFT & {{lse computer Date / Time to zet 524 Date / Time

" Enter Date ¢ Time manually

= iate e
e Mot Day mm £
JI N I_ I &5~
Set Date / Time
For Help, press F1 T
Manipulating a Setup To change any of the variables for a particular setup, select

the setup. The appropriate setup tab dialog will appear at the
right of the setup list box. Select the setting you wish to
change and enter the new value.

e, 824 - Utility =] E3

File “iew Setupz Data Help

=b| EIFEE =6 ]|[E 6] D)

@ SLM RTA | Ln I Time Historyl Intervalsl
g 1D Spstem
SLMERTA, . Sound Level Meter / Real Time Analyzer Settings
SLid
SLM RTA
e 98 Logging =/
g o8 demo
fp TAL TALARM
gp FFTFFT
f@ == alMLRTA Title |5LM & Rieal-Time Analyzer
B> FFTHFT
Detector I Slaw jv Gain + i
RTA Detectar |5|0W j' Eandwidth 143 h
Freq. Weighting IA i [ Dutput Cantral |AC-1 AC-2 -
Peck 1 weighting |12 |
For Help, press F1 4
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You can also access several setup functions by right clicking
on the Setup in the Setup list box.

The following functions can be accessed by pressing the
right mouse button while within th&etup list box. The
Setup Menuitems will appear enabled or disabled depend-
ing on the setup selected. For example, it is not possible to
delete a permanent 824 setup, so elete Setupmenu
item will be disabled if a permanent 824 setup is selected.

[Sewp | SMATA]Ln | Time Histoy

]
]

Cvind | maand |

Bename Setup
E Make Setup Current
m Lock Setup

% Unlock Setup

m Delete Setup

The Rename Setup button allows you to
rename the current setup.

Bename Setup

The Make Setup Current button will cause the
currently selected setup become the Active

@ b ake Setup Current setup in the 824.

The Lock Setup button will lock the current
setup. The Lock icon will not appear until the
@ Lock Setup setup is retrieved again from the 824.

The Unlock Setup button will unlock the cur-
rently selected setup.

T

Unlock Setup

The Delete setup button will delete the cur-
rently selected setup.

12/10/99
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Saving Setups to Disk Files

Once you have created or modified a setup, you can store the
setup to a file. Select thBave Setup to a Filanenu item
from the File menu or click on the Save to File button on the

tool bar.

=8| ()R

6a 2| i

=B

NOTE: The system setup is automati- The 824 Utility program will bring up a standard windows
cally updated each time the 824 Utility is save dialog box, where the file name and location of the

connected to the 824.

setup can be specified.

Save Setup to a File

| 3 524 Lty

Save jn:

Temp
default.sza
Test Set.ssa

File name:

Save as ype: ISsa [*.zza) Simple Sound Analyzer Setup j

™ Open as read-only

Save I
Cancel |

The System setup can be modified and stored back into the

824, but cannot be saved to a disk file.

Opening Setup Disk Files

To open a setup disk file select tldpen Setup Filemenu
item from theFile menu or click on the Open File button on
the tool bar.

6a 2| i
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A standard windows Open File box will appear. Select the
file folder that contains the file and select the setup file you

want.
1
{ Select Setup File to Open H E3
| Lookin |3 824 Uty
Temp
default.sza
File name: || Open I
Filez of type: ISsa [*.zza) Simple Sound Analyzer Setup j Cancel |
™ Open as read-only

The setup appears in ti8elect Setupist box. You can then
select (highlight) the desired setup in the list. The high-
lighted setup can then be sent to the 824 by selecting the
Save Setup to 82¢henu item from thé-ile menu.

e, 824 - Utility =] E3

File “iew Setupz Data Help

a4 || fia] B
[sep ]

=za Test Set

Faor Help, press F1 i

Other menu items available in th&etup Menu include
renaming, locking, unlocking, deleting, or making the
selected setup the active setup.
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Creating a New Setup

You create new setups by selecting tRew Setupmenu
item from the File menu or by selecting the New Setup but-

ton on the tool bar.
EE

=1

A dialog box will be displayed to allow the type of the new
setup to be selected.

Select HNew Setup Type E

& 554 - Simple Sound Analyzer

" 15M - Integrating Sound Level Meter Cancel |

" LOG - Logging Sound Level Meter
€ TAL - TaLam

€ FFT - Fast Fourier Transform

Press theéOK button and you will now see the new setup in
the Setup Listbox.

= 824 - Utility H[=] B3

File “iew Setupz Data Help

N=EEEIN
Setué l SLM RTA | Ln I Time Historyl Intervalsl

g 1D Spstem

" Lo o Sound Level Meter / Real Time Analyzer Settings
I New ssa New S8 ammTa (Test Setssal

Title ITest Setup

Detector I Slow jv Gain +0 -
T4 Detector m Bandwidth 143 hd
Freq. ‘Weighting IA 'l AC Output Control IAE-‘I ALC-2 'l
Peak 1'Weighting [Fiat =l

Faor Help, press F1 i
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Renaming an Existing Setup

The new setup is now defined for a particular instrument ID,
and can be modified from the Setup List box. After creating
a new setup, you can store it to a disk file, or send it to the
824.

NOTE: The permanent setup IDs in the
824 cannot be renamed.

Deleting an Existing Setup

To rename an existing setup, right click on the setup in the
left hand side of the screen and selBetname Setugrom
the popup menu.

Bename Setup

A dialog box will be displayed to allow you to change the
name of the selected setup.

Rename Setup E

Ok I
[ |

Cancel

Setup Name |Cit & s3a

Enter the new name for the setup, and press the OK button.

After renaming a setup, you can store it to a disk file, or send
it to the 824.

To delete an existing setup, right click on the setup in the left
hand side of the screen and sel&alete Setupfrom the

popup menu.
% Delete Setup
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NOTE: This section applies only to set- Pressing the Delete Setup button will bring up a prompt ask-
ups that exist on the 824. If a new setup ing if you are sure you want to delete the setup.
or a setup that is stored to disk is deleted,

this message will not appear. 824 Utility |

Deleting the setup
HFT .FFT
will zause it to be removed from the 824,

Do you want ta remove the setup
HFT .FFT

from the 5247

WARNING! The setup will be deleted from the 824 and the Utility pro-
gram.

Locking and Unlocking Setups

To prevent accidently deleting a setup, right click on the
desired setup and seldobck Setupfrom the popup menu.
Note that if you have just created a new setup, the setup
must first be stored to the 824 before it can be locked.
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Downloading Measurement Data

The download section of the 824 Utility Software is the next
section we will discuss.

To display measurement data stored in the 824, sBlewt-
load Viewfrom the View menu or hit the Download View
button from the tool bar.

| Bl

| 4 |[E 6a| B

All stored measurement information is retrieved from the
824 and displayed in the Download View window.

m 824 - Utility =] B
File “iew Setupz Data Help
)4 | Eles B
Active Measurement |
[ufl ==# 1. Test Set Setup: Tooms.ita
[ufl ==# 2. Test Set Title: 141 Octave Real Time Analyzer
ull =54 3 Test Set E@ Start Time: 1999 Sep 08 21:52:25
lul ss& 4. Test Set End Time: 1339 Sep 08 21:52.32
[l FFT 5 HFT
ul o5 € Logging Lacation I
[l Fv& 7. ROOMS
Mote 1 I
Mote 2 I
Select Download Filename
Diirectory:  C:%Program Files\Larson-D avish824 Ltility
= Filename: 085ep21r. glmdl Download |
Faor Help, press F1 i

The first entry in theMeasurementist box displays infor-
mation about the active measurement currently in the 824.
Following the active measurement is a list of all other Data
Files stored in the 824.
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The measurements are again identified the same way the set-
ups were identified in th8etup List Boxin the setup portion
of the 824 Utility manual.

The title of the ID is listed in the right hand colunin.
For the permanent ID’s, this will be the Larspn :
Davis instrument type. For a user defined ID, thig | Measuremerfs At
can be anything that the user defines.

Il 552 1. Test Set
Il 552 2 TestSet

The three letter Larson Davis assigned name i$ |l 55 3. Test Set
listed in the blue Ovals. This indicates the typ¢ off I s=& 4. Test Set [
instrument ID the setup was created in. i FET B HFT
Il ve& F. Logging 1
Il & 7. ROOKMS
h

Specifying a Destination File

You can tell the 824 Utility program where you want the
downloaded measurements to be stored. From the Download
window, press the Browse button, next to the Directory
entry.

o 824 - Utility I [=1E3

File “iew Setupz Data Help
)4 | Eles B

Measurements l Active Measurement |
v rTa ROOMS
[ufl ==# 1. Test Set Setup: Tooms.ita
[ufl ==# 2. Test Set Title: 141 Octave Real Time Analyzer
ull =54 3 Test Set E@ Start Time: 1999 Sep 08 21:52:25
lul ss& 4. Test Set End Time: 1339 Sep 08 21:52.32
[l FFT 5 HFT
ul o5 € Logging Lacation I
[l Fv& 7. ROOMS

Mote 1 I

Mote 2 I

— Select Download Filename

irectory: C:\Program Files\Larzon-Davigh824 Ltility
D| ilename: 085 epr.zimd| Download |
Faor Help, press F1 i
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NOTE: The 824 Utility program will A standard Windows file selection dialog box will appear.
download the files with the date the file Select the destination file you wish.

was taken as the file name as a default. It
will also download to the 824 Utility
Folder as a default. The option to specify | Savein |3 824 Uty = =ES

a file name and destination folder is an g Deskiop -

| Select or Enter a file to store measurement during download HE

. . . 4y Computer
optional selection, and is not necessary = 3% Floppy [&]
for download. 9 Diive ()

(2 Program Files

@ Larson Daws

tm) Metwork Naghborhood

File name: IDSSep2‘I r.zlmd Save I
Save as type: ISLMDL [*.glmdl] Download File j Cancel |

Changing the Download File Name

Enter a file name you wish to change the name of the down-

loaded file.
Select or Enter a file to store measurement during download EHE
Savein | ‘3 B24 Ltity =l ==
Temp
075ep21s.slmdl

File name: IHT-BD measurement Save I
Save as type: |SLMDL [*.glmdl] Download File Eancel
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Press the Save button to return to the download section of
the 824 Utility software.

Our new file name and EEZEITI P[=] B3

the path to the SpeCi- File “iew Setupz Data Help
w4 | Elle. B

fied file now show on
H . Measurements l Active Measurement |
These settings will

the download screen.

v RTa ROOMS
Only apply for the cur- [ufl ==# 1. Test Set Setup: rooms. ita
[ufl ==# 2. Test Set Title: 141 Octave Real Time Analyzer

rently selected mea- lull =& 3. Test Set ) Start Time: 1999 Sep 08 21:52:25

surement. %S” ; L*:STtSEt End Time: 1999 Sep 08 21:52:32
FFT R,
. i Nlull #s E. Logging Lacation I
NOTE: This process will &a 7. ROOMS Nee1 |
have to be repeated fo -
Mate 2 I

each measurement to b
downloaded if you wish
to specify a file name and
destination folder.

A1%

— Select Download Filename

Directory: C:4Tom DobsontPalating Fonts
Filename: RT-60 measurement, Mariot Center. simnd Dl |

Faor Help, press F1 i
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Adding Notes to a download file

Information can be entered into the note fields provided for
each measurement. The information will be tagged onto the
translated reports for each measurements.

- 824 - Uility M [=1E3
: File “iew Setupz Data Help

&El&ﬁ | I@n@l

| .
Measurements l Diata File |

v rTa ROOMS
[l =& 1. Test Set DataFile: 1. test set.ssa
ul ss& 2 Test Set Title: Test Setup
bl <& 3. Test Set 7o) Start Time: 1999 Sep 08 21:44:32
bl =& 4 Test Set End Time: 1999 Sep 08 21:44:39 Size:  1678bytes
[l FFT 5 HFT
[l #& E. Logging IP—— ISaIt Lake City, Litah
B F 7. ROOMS ITest performed with relative humidity of 37%
Mote 1
Nate 2 IAir Conditioning turmed on.
Select Download Filename
Download Complete
Directory: C:4Tom DobsontPalating Fonts
Filename: 085ep21 z.slmdl
Faor Help, press F1 ,_ ,_ A

Selecting Active Measurements or Data Files

There are two types of measurements that can be down-
loaded. The first measurement in the list is the Active mea-

surement, and is reported as Active Measurement on the tab
of the download windows. The other measurements are

stored as Data Files (on the 824), and will be reported as

such on the tab of the download window.

ity

Selups DataHel

= [ Active Measurement |

| ] o] | B 9]

5 824 - Utilty

[_[CIx]

Help

)

vi

@ 7. ROOMS

EEEEEEEE]

ElEim] o] ¢ | B )

|Data file |

Daafie |

1. testsetssa
Test Selup
1339 Sep 08 21:44:32

1939 Sep 08 21:44:39 Sze  1678bytes

ake Ciy, Utzh
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Downloading the measurement

To download a measurement, highlight the measurement in
the Measurement list box and click the Download button.

= 824 - Utility [_[O] =]
File “iew Setupz Data Help
IR =
Measurements l Active Measurement |
v rTa ROOMS
[ufl ==# 1. Test Set Setup: Tooms.ita
[ufl ==# 2. Test Set Title: 141 Octave Real Time Analyzer
ull =54 3 Test Set E@ Start Time: 1999 Sep 08 21:52:25
lul ss& 4. Test Set End Time: 1339 Sep 08 21:52.32
[l FFT 5 HFT
lull tos & Logaing Location I
[l Fv& 7. ROOMS
Mote 1 I
Mote 2 I
Select Download Filename
Directory: C:4Tom DobsontPalating Fonts
Filename: RT-60 measurement, b ariot Center. siml Dl |
For Help, press F1 v

The download status window will appear and report the sta-
tus of the download.

Downloading Measurement E

Feceived 2944 bytes

Status: Read 128 byte block 23

The next file can now be selected, the destination folder
specified, the file name entered, and the data downloaded.

The resulting binary download file must be translated by the
824 utility software to be viewable. A downloaded file will
be stored with the file extension simdl (Sound Level Meter
Down-load).
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Translating Measurement Data from a Downloaded File

Selecting “Translate View” from th¥iew Menu or pressing
the Translate button on the tool bar will display the Transla-

tion View.

=

=8| ()R

You use theTranslate viewto select a downloaded file with
the file extension .sImdl to translate and view the file on the

screen, or to print the file.

m 824 - Utility =] B
File “iew Setupz Data Help

=b| || P
E A
S

| | |
Faor Help, press F1 i
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[ERE R e EErrT e R B A NS ETES
File “iew Setupz Data Help

The right portion of the Translate window functions as a
Windows file tree. Select the folder that contains the down-
loaded measurement files that you wish to translate.

=]

w4 @

]

-] Files

-] GCPP300
D mifc

2 My Documents
[:l MOVELL

=-(Z Program Files

B
B

B
B
B
B

B

-
-
-
-
-
-

-

(L1 Accessores
(23 Adobe

23 b_licen.bor

(2 Borland

(23 Common Files
(2 Creative

23 DevStudio

(23 ICwHntemet Co
(2 Intemet Explarer

=1 Larson-D avis

=423 824 Uity
E-[8] 075ep2

[ RET
H et o

Locate the folder that contains the downloaded file
you wish to translate. In this case we have foynd
the downloaded file in the default location, C:\P1o-
gram Files\Larson Davis\824 Utility.

Each downloaded file will contain several records, depend-
ing on the type of setup used, and the data stored.

|_| Internet Explorer
=-_] Larzon-Davis

&3
=8

Lﬁ 07Seplzsimd <€ |

& 15etup —————
E 1 .5pz Settings

&1 1.Cal Settings

& 1554 Settings

&] 2554 Run/Stops

&) 1.Summary ———

- 7] BElaze

Downloaded measurem
file.

Tnt

-

Data translated for the
Downloaded file.
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Selecting a Data set to view

After the downloaded file is located, double click on the data
you wish to view.

= 824 - Utility H[=] B3

File “iew Setupz Data Help
a4 | ] a]

=]

=-[_ Program Files

m-[] Accessaries SLM & RTA Summary
=03 Adpbe File: Translated: C:\Program Files\Larson-0avish324 UtiligsC
""" (23 b_licen.bor Model/Serial Mumber: 824 / A0271
-[Z Borland Firm/Software Revs: 2101 /1.610
-2 Comman Files M ame: Enter Compary Mame
E-(] Creative Descrl: Enter Address Line 1
. Descrz: Enter Address Line 2
B+ DevStudio Setup/Setup Descr simérta.ssa / SLM & Real-Time Analyzer
----- (23 ICwHntemet Cornection 'wizard Location:
- Intemet Explorer Matel:
EID Larzon-Davis Mote2:
& D 824 Utiity Overall Measurement

@ USED21 s.shndl Start Time: 07-Sep-1999 21:54.32

1 Setup

1 Sps Setti L1.67  000de& L3333 000dBA  LEGRET
VS SENngs L833  000de& L5000 000dB& L9000

1 .Cal Settings

1554 Settings Interval Records:  Disabled Number Interval

2554 Run/Stops History Records:  Enabled Mumber History F
§ Jad | KN | »
Faor Help, press F1 SCRL

The data is displayed on the right side of the screen. If the
data record is too large to be effectively displayed in that
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area, a message will appear at the top of the displayed record
indicating that it is available for export only.

= 824 - Utility H[=] B3

File “iew Setupz Data Help

o | (]
-] Real -
-0 Symantec RT& Events - available for export only
=03 Syman.tec: Earp File: Translated: C:A\Tom DobsontPalating Fonts4035ep21r slmc
----- (23 The Microsoft Network Model/Serial Number: 824 / 40271
F-(Z Uninstall Information Firm/Software Revs: 2101 /1.610
..... (23 Windaws Messaging M ame: Enter Company Mame
escrl: nter Address Line
_____ (31 RECYCLED Descrl Enter &ddress Line 1
Descrz: Enter Address Line 2
-1 temp Setup/Setup Descr: rooms.rta / 1/1 Octave Real- Time Analyzer
=23 Tom Dobson Location:
-2 Frame Doc's Motel:
----- (2 Helvetica Font Note2:
----- (23 Optima Folder
I'_—'ID Palatino Fonts
E-[8] 085ep21r.simdl
1 1.5ps Settings
: 1. Summary
- B) DB5en?1s. shd) Jud | KOl | 2

Faor Help, press F1 SCRL
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Printing a Translated File

To print the translated data, select the file that you wish to
print from the translate window . Display the file as
described earlier. Select Print from thde menu.

=] B
Wiew Setups Data Help
LEonnest..
(e Sefups from 824 g | .l @.HI @
TEwEep,.. [Sirleh ;I B4 5 1=
[Hpen Setup e [Sirl+ ystem Setup
¥ File Tranzlated: C:\Program Files\Larson-Davis\824 LtiliteC
Savz Yeup fo Fle.. Ci Model/Serisl Number: 524 / A0271
Sy E et b Firm/Software Revs: 2101 /1.610
Mame: Enter Company Mame
Export Data... Descrl: Enter Address Line 1
‘iew Data in Spreadshest Descr: Enter Address Line 2
Setup_.-"Setup Descr: gimirtassa / SLM & Real Time Analyzer
[Elase St hoca%lon:
atel:
[Hmze Al Setips Notez: |
. . Calibrator
Frint Preview Calibrator: not set
Frint Setup... Level: 114.00 dB
Uparade Firmware/Options... Power Monitor
Power Off Mode: Auto Off Auto OFf Time: 12 mit
Exit Backlight On Backlight OFff Time: 30 ze
T T T T T e LCD Contrast B4
. @[ Real _ILI
| | [#-71 Syumantec Jad | KN | K
* Print the measurement data SCRL
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The default Windows printer dialog box will be displayed.
The report will be printed in a text format seen below.

SLM & RTA Soanary

R S TG, dIH: 42 55

File Trimslated
Moadel Sena
Firmware Sofwane Kevs
MNuami

Dheserl

DheseiZ
Setiga St Mo
1 i

umber

Interval Kooy
History Revords

Spectrum

3e)un=1%RH1 K

Freg

Lag |7IR
50

- | R K,
L i K

] C10K

15 Jure 1

13-t 190

13l 1

15 Jure 1

150w

Lime

Foag DOLGEE Mhas 13E Ml 100eIR P Mz Lesp TR L BO1CIR Mhas 10308 M 1710R
2 630 7 A% a0
TAG &0 57 A A5 &0
(K] 4821 Stetxl
1250
s 1T LR e
IS
[E M A5AY
iz 38T
oT 2495
T KD 2478
3540 Azl
zrz 2674
E2N Ly

1 Filiesiarsone Divis 624 Uil Diat Fike 140 slmd]

SLM & Rex

bl

e Anslyes

[IEEY
dBA

LG IEEY
LECIE EEY

Flan
7310 AR
a0 B

Rl
[EEREEE]

THH0 A8

13-Boane| 995 13 33,54

B0 JBF
347

80 dBI
13-Fume] 35% 00 1308

1 3-Fene ] B
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Viewing a Translated File Within a Spreadsheet Program

To view the translated data with a spreadsheet program,
select theView Data in Spreadsheemenu item from the
File menu or the Launch Spreadsheet button on the tool bar.

=8|

=2 |

When you select th¥iew Data in Spreadsheeanenu item,

the 824 utility program will attempt to launch the program
associated with the “.csv” file extension (comma separated
variables). If you have installed a spreadsheet program, your
Windows system will most likely have this file type linked
to a spreadsheet program.

X Microsot Excol ssasmss.c—__PIpSIRIEY  [@S[E B SEE
ﬁﬁile Edit Wiew Insert Format Tools Data Window Help =121 x|
DEHSRY 4BRI o - Q@ = A 45 0SB0 -[D] 5] eom]
Avial o -lBzUul=E==E8 %, @98

Al | =| SLM & RTA Summary
AB|C|D|E|F|G|H||J|K|L§
1 |5l & RTE Surmmary

| 2 |Translated 8-Zep-99 23:11:00
| 3 |File Transl C:\Program Files'\Larson-Davis'324 Utility'07 Sep21s. slmdl
| 4 |Maodel Nun 24
| 5 |Serial Murr ADZ71
| B |Firrware F 2.1Mm
| 7 |Software ' 1.61
| 8 |Mame: Enter Company Narme
| 9 |Descrl:  Enter Address Line 1
| 10 |Descr2:  Enter Address Line 2
| 11 |Setup: SLMERTA 553
| 12 |Setup Des SLM & Real-Time Analyzer
| 13 |Locatiaon:
| 14 |Mote 1:
| 15 |Mote 2
| 16 |
| 17 |Overall Measurement
| 18 | Start Time #bH
RER
| 20 |L 1.67 0 dB&
| 21|L8.33 0 dB&
| 22|L33.33 0 dB&
| 23 |L 50.00 0 dB&
| 24 |L B6.67 0 dB&
| 25 |L 90.00 0 dB&

b=y
4| 4| » | M|, ssasumss

Ready

|« | LIJL‘

1 | ==z
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Once the data is in the spread sheet program it can be manip-
ulated, stored, and graphed using the standard spreadsheet
functions.

You can also export and/or save the translated data to a file,
by selecting th&xport Datamenu item from thé-ile menu.

9-30 System 824 Reference Manual 12/10/99



